





Power scrapers 250 Watt

Power scrapers are used for the scraping of varnishes, paints, adhesive residue and other materials. The additional use of special
scraping accessories expands their range of applications and enables the completion of diverse tasks, such as surface leveling,
softwood carving and the removal of furniture staples.
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(1) Scraper

(2) Locking button

(3) Soft grip

(4) Thumbwheel for stroke rate selection

Constructive features

e Stroke rate regulator [SE-250 V] may be set to the optimal stroke rate for the work e SDS quick-release system enables quick changing of the scraping accessories
material. The speed may be adjusted when the power tool is running. An optimal setting  without a special key.
of speed guarantees a load-free operation. e Soft grip [SE-250 V] on the housing is added to the user for convenience.

Power tools specifications

Rated power 250
Amperage at voltage 230 V 1,10
Stroke rate at no-load 6500-8500
Variable speed °
Number of SPM stages 7
Single stroke power
Tool holder type SDS
Scraper travel length 2
1,20

SOFT GRIP

VARIABLE SPEED

Order code SE-250 SE-250 V

EAN-code* 7640134122815 7640134122822
Packing type Colour box Colour box
Standard delivery set**

Power scraper

Owner's manual

Carbon brush

Chisel

Blade

General-purpose knife

Putty knife

*230 V ~ 50/60 Hz, **Content inside the box can be different
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Power planers 710 - 1010 Watt

Power planers are used for the surface treatment of wood, derived timber products and plastics. A rotating roller with replaceable
blades cuts chips from the surface, with possible cutting depth of 0 - 3 mm at a plane width of 82 mm. The power planer is hand-
operated. In combination with a table [optional feature depending on the model] the power planer may be used in a stationary mode.

HB03-82
(1) Base plate

D )
\\1/\ \\2/\

(2) Cutting depth regulator
(3) Dust extraction connector
@ On/off switch

(5) Lock-off button

(6) Soft grip

Constructive features

e Base plate is made of aluminium alloy and has a solid construction. The micro reliefon e Cutting depth regulator is continuously adjustable and at the same time may be used
the working surface ensures perfect sliding contact to the work piece. as an additional handle for safer positioning.

e Vertical stop and side stop enable the precise definition of rebate depth and e Lock-off button prevents accidental switching on of the power tool.

width. e Soft grip provides safer and more comfortable handling.

Power tools specifications HB02-82 HB03-82

Rated power w] 710 1010
Amperage at voltage 230 V [Amps] 4,50
No-load speed [RPM] 16000
Planing width [mm] 82
Planing depth [mm] 0-3
Grooving depth [mm] 0-5
3,70

Order code HB02-82 HB03-82

EAN-code* 7640134121955 7640134121962
Packing type Colour box Colour box
Standard delivery set**

Power planer

Owner's manual

Blade sharpening device [assembly] 0
Blade alignment fixture [assembly] @
Vertical stop

Side stop

Box wrench
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Driving belt

*230 V ~ 50/60 Hz, **Content inside the box can be different
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Constructive features

e Base plate is made of aluminium alloy. The bottom is covered with a plastic sliding plate
to minimize wear and to enable gauge-free movements on the surface being treated.

e Soft start enables a smooth and slow start-up of the router. The tool achives maximum
speed and works without jolting or jamming and without power overload.

Plunge routers are suitable for a variety of applications on wood, plastics, MDF and other materials. This power tools can cut grooves,
profile edges and complete copy-milling.
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Soft grip
Locking lever
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Precision adjustment
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Electronic display

Speed selection buttons

Lock-off button

Scale for depth-of-cut adjustment
Depth stop

Spindle lock

Limiter, six steps

Base plate

Extraction adapter
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e Spindle lock blocks the spindle in its rotating movement so that the router bits may be
inserted, or removed, respectively.
e Plunge depth control system allows the user to select the desired milling depth.

e Soft grip provides additional comfort during operation.

Power tools specifications

Rated power
Amperage at voltage 230 V
No-load speed
Variable speed
Tool holder @

- with special accessory @
Stroke of the router base
Weight

OF-1800 VE

1800
8,00
8000-26000
()

12
6/8
60
4,90

OF-2100 VE

2100
9,00
8000-23000
L]

12
6/8
60
6,10

SE=EVII-E-E<iLl
[OF-1800 VE] [OF-2100 VE]
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SOFT START

SOFT START

DIGITAL VARIABLE SPEED

DIGITAL VARIABLE SPEED

Order code

EAN-code*

Packing type

Standard delivery set**
Plunge router

Owner's manual

Roller guide

Clamping bush [6 mm / 8 mm]
Aligning pin for circle cutting
Guide bushing with screws
Open spanner

Extraction adapter

Parallel guide

Q000000

OF-1800 VE

7640134121122
Colour box

OF-2100 VE

7640134121139
Colour box
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*230 V ~ 50/60 Hz, **Content inside the box can be different
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Multi and orbital sanders are used for the dry sanding of surfaces. The use of abrasive paper with different graining allows the treatment
of different materials [wood, plastics, fillings, paints, varnishes] and achieving varied surface fineness. Compact and ergonomic case,
hold with one hand, provides comfortable work. Multi sander [ESS-120] is good for working in hard-to-reach areas and corners.

ESS-120

(1) On/off switch

(2) Soft grip

@ Vacuuming connector piece

(4) Sanding plate

Constructive features

e Integrated dust exhaust system extracts the dust and diverts it directly to the dust e "Velcro-type" fastening system ensures safe fixation of the accessories and allows
bag. This reduces the airborne dust concentration and prevents dust collecting at the quick and easy attachment of abrasives.

workplace. A vacuum cleaner may be connected with the aid of a special adapter. e Sanding plate is furnished with special dust extraction holes.

e Soft grip offers the user additional convenience.

Power tools specifications ESS-120 ESS-190

Rated power 120 200
Amperage at voltage 230 V 0,52 0,87
No-load speed 13000 11000
Variable speed - -

Orbital diameter 1,40 1,40
No-load oscillations rate 26000 22000
Sanding paper size 102 x 62/93 115 x 140/ 115 x 107
Sanding surface size 98 x 60/90 113 x 105

Type of fastening system velcro clamping / velcro
Weight 1,00 1,20

A

Order code ESS-120 ESS-190

EAN-code* 7640134122839 7640134123003
Packing type Colour box Colour box
Standard delivery set**

Multi sander

Orbital sander

Owner's manual

Vacuuming connector piece

Dust bag

Sanding paper

*230 V ~ 50/60 Hz, **Content inside the box can be different
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Obital sanders 150 - 200 Watt

Handy and easy to use tool is used for the treatment of small surfaces. Low noise and vibration levels provide comfortable work during
long period of time.

ESS-200V DO ®
(1) Speed selector thumbwheel

(2) Locking button for on/off switch

(3) On/off switch

(4) Soft grip

(5) Vacuuming connector piece

(6) Paper clamp
(7) Sanding plate

Constructive features

e Integrated dust exhaust system extracts the dust and diverts it directly to the dust e Speed regulator [ESS-200 V] controls the vibrations necessary to achieve the optimal
bag. This reduces the airborne dust concentration and prevents dust collecting at the sanding finish for a specific surface. The vibration rate may be adjusted when the power
workplace. A vacuum cleaner may be connected with the aid of a special adapter. tool is running.

o 'Velcro-type" fastening system [ESS-200 V] ensures safe fixation of the accessories e Soft grip offers the user additional convenience.

and allows quick and easy attachment of abrasives. e Sanding plate is furnished with special dust extraction holes.

Power tools specifications ESS-150 ESS-200 V

Rated power 150 200
Amperage at voltage 230 V 0,65 0,87
No-load speed 12000 6000-12000
Variable speed - °

Orbital diameter 2,00 2,00
No-load oscillations rate 24000 12000-24000
Sanding paper size 93 x 230 93 x 230/93 x 185
Sanding surface size 90 x 182 90 x 182
Type of fastening system clamping clamping / velcro
Weight 1,30 1,70

VARIABLE SPEED

Order code ESS-150 ESS-200 V

EAN-code* 7640134122846 7640134122952
Packing type Colour box Colour box
Standard delivery set**

Multi sander

Orbital sander

Owner's manual

Vacuuming connector piece

Dust bag

Sanding paper

*230 V ~ 50/60 Hz, **Content inside the box can be different
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Powerful motor and increased sanding plate of orbital sanders provide high productiveness; while ergonomic design and big user-
friendly handle with soft grip guarantee long-lasting comfortable work.

ONONONO ESS:320V
Speed selector thumbwheel
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Locking button for on/off switch
On/off switch
Soft grip
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Vacuuming connector piece
Paper clamp
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Sanding plate

Constructive features

e Integrated dust exhaust system extracts the dust and diverts it directly to the dust e Speed regulator [ESS-320 V] controls the vibrations necessary to achieve the optimal
bag. This reduces the airborne dust concentration and prevents dust collecting at the sanding finish for a specific surface. The vibration rate may be adjusted when the power
workplace. A vacuum cleaner may be connected with the aid of a special adapter. tool is running.

o 'Velcro-type" fastening system [ESS-320 V] ensures safe fixation of the accessories e Soft grip offers the user additional convenience.

and allows quick and easy attachment of abrasives. e Sanding plate is furnished with special dust extraction holes.

Power tools specifications ESS-320 ESS-320 V

Rated power 320 320
Amperage at voltage 230 V 1,39 1,39
No-load speed 12000 6000-12000
Variable speed - °

Orbital diameter 1,60 1,60
No-load oscillations rate 24000 12000-24000
Sanding paper size 115 x 280 115 x 280/ 115 x 230
Sanding surface size 113 x 228 113 x 228

Type of fastening system clamping clamping / velcro
Weight 2,10 2,10

VARIABLE SPEED

Order code ESS-320 ESS-320 V

EAN-code* 7640134122860 7640134122853
Packing type Colour box Colour box
Standard delivery set**

Multi sander

Orbital sander

Owner's manual

Vacuuming connector piece

Dust bag

Sanding paper

*230 V ~ 50/60 Hz, **Content inside the box can be different

78 | IDWTT® vYear2010/2011




Rotary sanders 380 Watt

Rotary sanders are used with special polishing accessories for precise dry sanding and polishing. The selection and use of abrasive
paper with specific graining gives the user complete control of surface finishing of any material [wood, plastics, fillings, paints,
varnishes etc.].

EX03-150 V ONCRONO
Speed selector thumbwheel

) ()

Locking button for on/off switch
On/off switch
Soft grip

Dust bag
Ad(ditional handle
Sanding plate
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Constructive features

e Integrated dust exhaust system extracts the dust and diverts it directly to the dust e Speed regulator generates the vibrations necessary to achieve the optimal sanding
bag. This reduces the airborne dust concentration and prevents dust collecting at the finish for a specific surface. The vibration rate may be adjusted when the sander is running.
workplace. A vacuum cleaner may be connected with the aid of a special adapter. o "Velcro-type" fastening system ensures safe fixation of the accessories and allows
e Additional handle allows safe operation with both hands. quick and easy attachment of abrasives.

e Soft grip offers the user additional convenience. e Sanding plate is furnished with special dust extraction holes.

Power tools specifications EX03-125V EX03-150 V

Rated power w] 380 380
Amperage at voltage 230 V [Amps] 1,65 1,65
No-load speed [RPM] 6000-13000 6000-13000
Variable speed ° .
Eccentricity [mm] 2 2
No-load oscillations rate [OPM] 12000-26000 12000-26000
Sanding plate diameter [mm] 125 150
[kg] 2,20 2,30

VARIABLE SPEED VARIABLE SPEED

Order code EX03-125 V EX03-150 V

EAN-code* 7640134122877 7640134122884
Packing type Colour box Colour box
Standard delivery set**

Rotary sander

Owner's manual

Vacuuming connector piece

Additional handle

Dust bag

Polishing disc

Sanding paper

*230 V ~ 50/60 Hz, **Content inside the box can be different
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Belt sanders 750 - 900 Watt

Belt sanders are used for all coarse sanding work that require a high material removal rate on large surfaces. The speed control
[depending on the model] allows adjustment of the belt speed depending on the material being treated. Sanding belts with different
graining are used for different surface finishing.

@ ’ @@ © BS09-75 V
(1) Sanding belt
(2) Speed selector thumbwheel
3) Locking button for on/off switch
On/off switch
Dust extraction connection

Adjustment screw

Constructive features

e Sanding belt clamping system with clamp lever is designed for easy and convenient e Speed regulator [BS07-75 V; BS09-75 V] allows the setting of optimum speed of the
replacement of sanding belt. sanding belt depending on work requirements. The speed may be adjusted when the
o Integrated dust exhaust system extracts the dust and diverts it directly to the dust power tool is running. An optimal setting of speed excludes overloading.

bag. This reduces the airborne dust concentration and prevents dust collecting at the e Adjustment screw on the front wheel allows precise positioning of the sanding belt.
workplace.

Power tools specifications BS07-75 BS09-75 BS07-75V BS09-75 V

Rated power 750 900 750 900
Amperage at voltage 230 V 3,40 3,40 4,10
Variable speed - . .
No-load belt speed 290 100-290 200-380
Sanding belt length 457 457 533

Sanding belt width 76 76 76
3,30 3,50

VARIABLE SPEED VARIABLE SPEED

Order code BS07-75 BS09-75 BS07-75 V BS09-75 V

EAN-code* 7640134122068 7640134122075 7640134122891 7640134122907
Packing type Colour box Colour box Colour box Colour box
Standard delivery set**

Belt sander

Owner's manual

Carbon brush

Mounting kit

Sanding belt

Dust bag

*230 V ~ 50/60 Hz, **Content inside the box can be different
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Hot air guns 1500 - 2000 Watt

Constructive features

e Cold air mode [HLP15-500 K, HLP20-550 K] makes it possible to cool the power tool
quickly, which prolongs the service life of the hot air gun. Also surfaces and workparts
can be cooled after heat treatment. Only the fan works in cold air mode; the heating
element is turned off.

e Different types of nozzles are practical helpers that carry out different work
comfortably and efficiently.

Hot air guns are designed for different applications requiring the heat-treating of surfaces. These power tools are used for drying,
heating up and melting. Old paints and varnishes can be removed from surfaces effortlessly. Frozen pipes and locks can be put back
into use. Wet surfaces are dried quickly; rusted and overtightened threads can be easily released.

HLP20-550 K
Nozzle
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Heat cap

Case

On/off switch
Rear support
Additional handle
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e Case is made from special, hard and thermoresistant plastic, and is well protected
against deformation and overheating.

o Heat cap covers the part of the metal nozzle [which becomes very hot while working]; the
risk of burns is reduced. It can be taken off to make access to hard-to-reach areas easier.
e On/off switch button regulates air flow and temperature.

e Additional handle allows safe operation with both hands.

Power tools specifications

Rated power [Stage I/ 11/ 1ll] w]
Amperage at voltage 230 V [Stage I /1l /1] [Amps]
Temperature [Stage I/ 11/ 1ll] [°C]
Air flow [Stage I/11/1ll] [l/min]
Cool stage

Weight [kg]

HLP15-500

750/1500/ -
3,30/6,50/ -
300/500/-
280/480/-

0,70

HLP15-500 K

100/ 750/ 1500
0,40/ 3,30/ 6,50
50/300/500
280/480/ 480
[ ]

0,70

HLP20-550

1000/ 2000/ -
4,30/8,70/ -
350/550/ -

350/500/-

0,70

HLP20-550 K

100/ 1000 / 2000
0,40/4,30/ 8,70
50/350/ 550
350/350/500
[ ]

0,70

COOL STAGE COOL STAGE

Order code HLP15-500

EAN-code*
Packing type
Standard delivery set**

7640134122082
Colour box

Hot air gun
Owner's manual
Additional handle
Clamp support
Pointed nozzle
Deflector nozzle
Reflector nozzle

000000

Flat jet nozzle

HLP15-500 K HLP20-550 HLP20-550 K

7640134122105
Colour box

7640134122099
Colour box

7640134122112
Colour box
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*230 V ~ 50/60 Hz, **Content inside the box can be different
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